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M
iller’s M

echanical B
H

L Q
uick C

oupler
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R
ecom

m
ended D

aily M
aintenance C

hecks:

·
C

heck coupler for dam
age or m

issing parts, loose pins and broken or dam
aged springs.

·
C

heck hook for w
ear on connecting pin face, w

hich could increase pin-opening dim
ension (m

axim
um

 gap 
should be 1m

m
). If greater, build up w

ith w
eld and grind to original profile.

·
C

heck that safety pin is undam
aged and in place. R

eplace if faulty. C
heck that all pins are securely fastened.

R
eplace if necessary.

·
G

rease all grease points w
ith general purpose chassis grease.

S
afety N

ote: 
P

lease note that the safety pin m
ust be fitted at all tim

es during operation.

Installation and O
peration Instructions

To Install the B
H

L Q
uick C

oupler:

U
se

 
th

e
 

o
rig

in
a

l 
O

E
M

 
sp

e
cifica

tio
n

hardened pins to connect the coupler to
the dipper and link. U

se the dum
m

y pins
supplied for the bucket attachm

ent only.

D
o not use the dum

m
y pins to fit the coupler

directly to the m
achine.

B
uying P

arts:

A
lw

ays quote m
odel serial num

ber w
hen

b
u

yin
g

 
p

a
rts 

o
r 

re
q

u
e

stin
g

 
fu

rth
e

r
inform

ation about the coupler. If in doubt
seek advice.



50m
m

E
nsure the safety pin is rem

oved before follow
ing the procedure above. S

tep 2 show
s that you need to fully rotate the coupler to ensure it is fully engaged. S

tep 3 show
s a

m
ethod to determ

ine if the bucket pins are securely held by the coupler - apply pressure to the bucket by rotating it against the ground and aw
ay from

 the m
achine. If the

bucket becom
es disengaged repeat from

 step 1, if the bucket is secure continue to step 4.

B
H

L Q
uick C

oupler - O
perating Instructions

O
nce the safety pin has been rem

oved curl out the bucket until the bottom
 is level and approxim

ately 50m
m

 from
 the ground. Insert the releasing handle through the back of

the coupler and press dow
n on the releasing handle, this w

ill com
press the spring and release the bucket from

 the coupler.


